NOTES:
1. FOLLOW READING'S STANDARD MOUNTING GUIDE LINES FOR GM, FORD, AND DODGE CHASSIS FOR ALL MOUNTING LOCATIONS IN FRONT OF THE REAR AXLE.
2. BOLT (2) BUMPER MOUNTING BRACKETS TO CHASSIS FRAME ROADSIDE AND CURBSIDE USING SUPPLIED HARDWARE AS CALLED OUT IN STANDARD MOUNTING GUIDE.
3. WELD (2) BUMPER MOUNTING BRACKETS, SUPPLIED BY READING TRUCK BODY, TO ROADSIDE AND CURBSIDE BODY UNDERSTRUCTURE.
4. REMOVE ALL WELD SPATTER AND SHARP EDGES AFTER WELDING.
5. REPAINT ANY EFFECTED SURFACES.
NOTES:
1. FOLLOW READING'S STANDARD MOUNTING GUIDE LINES FOR GM, FORD, AND DODGE CHASSIS FOR ALL MOUNTING LOCATIONS IN FRONT OF THE REAR AXLE.
2. BOLT (2) BUMPER MOUNTING BRACKETS TO CHASSIS FRAME ROADSIDE AND CURBSIDE USING SUPPLIED HARDWARE AS CALLED OUT IN STANDARD MOUNTING GUIDE.
3. WELD (2) BUMPER MOUNTING BRACKETS, SUPPLIED BY READING TRUCK BODY, TO ROADSIDE AND CURBSIDE BODY UNDERSTRUCTURE.
4. REMOVE ALL WELD SPATTER AND SHARP EDGES AFTER WELDING.
5. REPAINT ANY EFFECTED SURFACES.
These drawings and the information and designs contained herein are the property of Reading Truck Body, LLC ("RTB") and are protected by U.S. and foreign copyright, trade secret and other applicable laws. Any copying, reproduction, modification, distribution, public display or disclosure to any person outside of your organization (each, a "Prohibited Action") of these drawings without the express written consent of RTB is expressly prohibited. RTB will pursue all available criminal and civil remedies in the event of any Prohibited Action or any other action taken in violation of its rights."
NOTES:
1. FOLLOW READING'S STANDARD MOUNTING GUIDE LINES FOR GM, FORD, AND DODGE CHASSIS FOR ALL MOUNTING LOCATIONS IN FRONT OF THE REAR AXLE.
2. BOLT (2) BUMPER MOUNTING BRACKETS TO CHASSIS FRAME ROADSIDE AND CURBSIDE USING SUPPLIED HARDWARE AS CALLED OUT IN STANDARD MOUNTING GUIDE.
3. WELD (2) BUMPER MOUNTING BRACKETS, SUPPLIED BY READING TRUCK BODY, TO ROADSIDE AND CURBSIDE BODY UNDERSTRUCTURE.
4. REMOVE ALL WELD SPATTER AND SHARP EDGES AFTER WELDING.
5. REPAINT ANY EFFECTED SURFACES.

WEIGHT
2490.21 LBS
These drawings and the information and designs contained herein are the property of Reading Truck Body, LLC ("RTB") and are protected by U.S. and foreign copyright, trade secret and other applicable laws. Any copying, reproduction, modification, distribution, public display or disclosure to any person outside of your organization (each, a "Prohibited Action") of these drawings without the express written consent of RTB is expressly prohibited. RTB will pursue all available criminal and civil remedies in the event of any Prohibited Action or any other action taken in violation of its rights."
NOTES:

1. FOLLOW READING'S STANDARD MOUNTING GUIDE LINES FOR GM, FORD, AND DODGE CHASSIS FOR ALL MOUNTING LOCATIONS IN FRONT OF THE REAR AXLE.

2. BOLT (2) BUMPER MOUNTING BRACKETS TO CHASSIS FRAME ROADSIDE AND CURBSIDE USING SUPPLIED HARDWARE AS CALLED OUT IN STANDARD MOUNTING GUIDE.

3. WELD (2) BUMPER MOUNTING BRACKETS, SUPPLIED BY READING TRUCK BODY, TO ROADSIDE AND CURBSIDE BODY UNDERSTRUCTURE.

4. REMOVE ALL WELD SPATTER AND SHARP EDGES AFTER WELDING

5. REPAINT ANY EFFECTED SURFACES.